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! High capacitance and power density
of coarse-grained porous carbon
supercapacitors.
! Lower synthesis and manufacturing
costs.
! Greater mass loading for grid and
automotive electrical energy storage.
! Superior performance than activated
carbon in different electrolytes.
! Expanded operating voltage window.
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a b s t r a c t
We report exceptional electrochemical properties of supercapacitor electrodes composed of large,
granular carbide-derived carbon (CDC) particles. Using a titanium carbide (TiC) precursor, we synthe-
sized 70e250 mm sized particles with high surface area and a narrow pore size distribution.
Electrochemical cycling of these coarse-grained powders deﬁed conventional wisdom that a small
particle size is strictly required for supercapacitor electrodes and allowed high charge storage densities,
rapid transport, and good rate handling ability. The material showcased capacitance above 100 F g"1 at
sweep rates as high as 250 mV s"1 in organic electrolyte. 250e1000 micron thick dense CDC ﬁlms with
up to 80 mg cm"2 loading showed superior areal capacitances. The material signiﬁcantly outperformed
its activated carbon counterpart in organic electrolytes and ionic liquids. Furthermore, large internal/
external surface ratio of coarse-grained carbons allowed the resulting electrodes to maintain high
electrochemical stability up to 3.1 V in ionic liquid electrolyte. In addition to presenting novel insights
into the electrosorption process, these coarse-grained carbons offer a pathway to low-cost, high-per-
formance implementation of supercapacitors in automotive and grid-storage applications.
1. Introduction
Electrochemical capacitors (also known as supercapacitors or
ultracapacitors), which rely on the electrosorption of ions by
porous carbon electrodes, offer high power densities [1,2]. They are
attracting increasing interest and are showing growing promise in
automotive, personal electronics, and grid-scale electrical energy
storage systems [3]. The charge storage mechanism of super-
capacitors facilitates rapid charge transport and is more efﬁcient
than transport-limited redox and intercalation processes of
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traditional batteries. Subsequently, they offer up to 15 kW kg"1
power densities and a very large operating cycle life. However, the
electrosorption process is not energy-dense and can offer only
6 Wh kg"1 [4]. Many applications, such as wearable electronics or
hand-held devices, require supercapacitors with high volumetric
capacitance and large areal electrode mass loading [5,6]. Since
energy density is exponentially dependent on applied potential, the
next generation of supercapacitors must rely on electrode and
electrolyte combinations that exceed the current ~2.7 V window
limit [7]. Finally, the material costs of electrochemical capacitors
must remain low for them to become viably competitive with
batteries, fuel cells, and other energy storage systems.
Existing commercial supercapacitors predominantly implement
activated carbon with the particle size of a few microns. It is
commonly derived from biomass (coconut shells, wood char, or
peat bog) using chemical or physical activation at 800e900 #C [8].
Carbide derived carbons (CDCs), which are synthesized via Cl2 (g)
etching of metal carbides (TiC, SiC, Mo2C, B4C, etc.) at 200e1200 #C,
offer high speciﬁc surface areas (1000e2000 m2 g"1) and tunable
[9], monodisperse porosities [10,11]. Since their pore diameter
(5 Å < dpore < 11 Å) can be selected to match the size of electro-
sorbed ions, CDCs have demonstrated exceptional capacitance of
over 150 F g"1 in non-aqueous electrolytes [12,13]. Furthermore,
their thermal and electrochemical stability makes them a prom-
ising supercapacitor carbon alternative [10]. Stemming from high
porosity of these materials, the Cl2 þ metal carbide reaction pro-
ceeds at a linear rate (for grains <80 mm thick) with minimal
transport limitations [14]. From CDCs that had been analyzed in
electrochemical capacitors, those derived from TiC precursors (TiC-
CDCs) have subnanometer pores and offer the highest charge
storage densities [15]. However, similar to other well-tuned inter-
nal pore structures (such as templated mesoporous carbons and
activated graphene), CDC synthesis process has not been sufﬁ-
ciently cost-effective for these materials to become economically
competitive with activated carbon. At the same time, they offer an
excellent model system for studying fundamental aspects of charge
storage in porous carbons.
A viable approach that improves the scalability of CDC synthesis
minimizes the cost of carbide precursors. Since carbides undergo a
conformal transformation during synthesis [16], their starting di-
mensions are identical to those of desired CDC particles (1e5 mm
diameters). Prolonged milling and sieving, which is required to
produce micron-sized TiC powders, makes them signiﬁcantly more
expensive than coarse, abrasive carbide powders. Other previously
reported supercapacitors, which were composed of nanosized CDC
electrode particles [17], had relied on high-energy plasma synthesis
of 20 nm TiC precursor nanopowders [18]. If future supercapacitor
electrodes can successfully implement coarse-grained, large carbon
(CDC or activated carbon) electrodes, these devices will become
much more economically viable. However, all commercial devices
use small carbon particles and a previous study on SiC-CDC [19]
showed that capacitance increases with decreasing particle size
in the range from 30 nm to 20 mm. No attention has been paid to
larger particles, as it has been known that long pore lengths may
impede ion mobility [19e23]. However, recent in situ FTIR spec-
troelectrochemistry experiments have shown that electrosorption
predominantly involves short-range interactions (<10 nm), and
bulk transport of electrolyte across the cell is not a rate-limiting
step [24]. Furthermore, we have demonstrated rectangular cyclic
voltammograms (CV) high charge storage densities and good rate
handling abilities in ﬂow supercapacitor cells, which rely on a
slurry suspension of granular (100e200 mm)microporous activated
carbon beads [25,26]. The latter work underscores the importance
of a good electron transport network through the electrode, and
shows that large particles may deliver high capacitance. However,
those powders were suspended in electrolyte e a different
arrangement compared to polymer-bonded electrode ﬁlms.
Monolithic TiC-CDC ﬁlms showed excellent capacitance [27,28], but
this result could not be scaled to thicker CDC plates (250 mm
thicknesses) [29,30].
Our objective is to study capacitance and rate handling capa-
bilities of coarse-grained porous carbon powders in super-
capacitors. Our approach relies on commercial-grade abrasive TiC
powder, which is signiﬁcantly less expensive than microscale or
nanoscale powders, with minimal synthesis and processing steps.
We demonstrate superior performance of resulting electrode ﬁlms
in different electrolytes compared to conventional activated car-
bons. From a fundamental perspective, this ﬁnding highlights the
signiﬁcance of short-range interactions and stresses the impor-
tance of development of novel charge electrosorption models. We
demonstrate that ion behavior in narrow, conﬁned pores is signif-
icantly different than that of double layer adsorption on ﬂat,
external surfaces [31,32]. In addition to greater capacitance, elec-
trochemical stability of ions may improve due to minimized
external surface and maximized conﬁnement in narrow pores.
Finally, porous particles with long and interconnected pores pro-
vide us with a novel model system to evaluate the inﬂuence of pore
wall chemistry on capacitance and ion mobility. From a practical
perspective, we introduce high-performing carbon electrodes with
superior mass loading, gravimetric and volumetric energy den-
sities, and reduced cost.
2. Experimental methods
2.1. Materials synthesis
The starting precursor material for all experiments was TiC
powder (Reaktiv, Donetsk, Ukraine) with a 140e250 mm particle
size. A ball mill ground up the material for 15 h (HDPE enclosure,
TiC grinding media). A Ro-Tap particle sieving instrument sepa-
rated the fraction containing 40e80 mm particles. TiC was con-
verted to TiC-CDC according to a previously described procedure
[33,34]. Particles were pelletized with polyvinyl acetate (PVA),
loaded into a quartz boat, and placed into a horizontal tube furnace.
A boat ﬁlled with activated carbon was placed in front of the TiC-
containing one to remove oxygen or other impurities in the gas
stream. The material was heated to 800 #C under a ﬂowing Ar at-
mosphere (198 cm3 min"1). Subsequently, it was treated with Cl2
(g) (370 cm3 min"1) at 800 #C for 6.5 h and H2 (g) (492 cm
3 min"1)
at 600 #C for 2 h. The material was cooled under ﬂowing Ar,
removed, and weighted. Photographs of the boat before and after
synthesis are shown in Fig. S1 in Supplementary Information (SI).
This coarse powder material was used for the majority of the
testing and is also referred to as “Initial CDC.” Additionally, some
250 mm diameter TiC particles were converted to CDC using the
same procedure without any milling. They are referred to as “Large
CDC.” For comparison of basic material properties and electro-
chemical performance, we used YP50 activated carbon (Kuraray,
Okayama, Japan) and TiC-CDC and SiC-CDC micro- and nano-
powders that were synthesized using the same method as
described above.
Approximately 500 mg of initial CDC material was manually
ground up in an agate mortar and pestle for 2 h. Water and ethanol
were intermittently used to facilitate the pulverization process. The
smaller-particle variant of the CDC powder is hereafter referred to
as “Milled CDC.”
2.2. Materials characterization
A Quadrasorb gas sorption analyzer (Quantachrome
Instruments, Boynton Beach, USA) measured the speciﬁc surface
area (SSA) and pore size distribution (PSD) of CDCs. N2 (g) sorption
isotherms were collected at "196 #C using liquid N2 coolant. Bru-
nauereEmmetteTeller (BET) SSA was calculated from 0.05 to 0.30
P/P0 value range [35]. Pore volume and pore size distribution cal-
culations were performed using Quenched Solid Density Functional
Theory (QSDFT) analysis available from the Quadrawin (Quan-
tachrome) instrument package [36]. We collected images and
measured elemental composition using a Zeiss Supra 50VP Scan-
ning Electron Microscope (SEM) with built-in Oxford Energy-
Dispersive X-ray Microanalysis.
Thermogravimetric analysis (TGA) was performed using a Q50
Thermal Analyzer (TA Instruments, New Castle, USA) by placing the
CDC powder sample in an alumina crucible and heating it in a
ﬂowing air atmosphere (10 ml min"1) from 25 #C to 850 #C at a 5 #C
min"1 ramping rate. TGA was also conducted in a ﬂowing Ar at-
mosphere to calculate the functional group content on the surface
of CDC powders [37]. To conduct X-ray diffraction (XRD) mea-
surements, we used an Empyrean Series 2 Diffractometer (PAN-
alytical, Netherlands) and conducted reﬂection mode
measurements using a ﬂat stage in the 5e90# 2q range (0.026# step
size, 3.03# min"1 rate). Raman spectroscopy measurements were
made using a Renishaw inVia Spectrometer (Renishaw In-
struments, Glouchestershire, UK) and a 633 nm HeeNe laser.
X-ray pair distribution function (PDF) analysis was performed at
the 11-1D-B beamline of the Advanced Photon Source (Argonne
National Laboratory). Synchrotron X-ray total scattering measure-
ments analyzed powders in transmission mode. Scattering mea-
surements used 58.65 keV incident radiation (0.2114 Åwavelength)
in the 0.01 Å"1 < Q < 22.2 Å"1 range. The Fit2D program was used
to calibrate themeasurement and PDFGetX2 to derive S(Q) and G(r)
plots. Extended Q range small-angle neutron scattering (EQ-SANS)
measurements were completed at the BL-6B beamline of the
Spallation Neutron Source (Oak Ridge National Laboratory). Mea-
surements combined a 1.3 m sample to detector (SDD) distance
(1.13e4.65 Å) and a 4.0 m SDD (2.61e5.61 Å and 9.51e12.91 Å) to
obtain a broad Q range [38].
2.3. Electrochemical testing
Supercapacitor measurements used 90 mm, 250 mm, and
1000 mm (1 mm) thick electrode ﬁlms prepared by mixing CDC
powders with PTFE binder in a 95%e5% carbon-to-binder mass
ratio, mixing the slurry in ethanol, and rolling the ﬁlms using a
manual rollingmill. A photograph of the ﬁlm is shown in SI (Fig. S1).
We punched circular disks (6.3 mm or 12 mm in diameter) and
assembled them into 2-electrode pouch cells [39]. Supercapacitor
cells used three different electrolytes: 1) a 1.5 M solution of tet-
raethylammonium tetraﬂuoroborate (½NEt4
þ&½BF4
"&, 99.9%, Fluka)
in acetonitrile (CH3CN, HPLC grade, Fisher Scientiﬁc), 2) a 50 wt.%
dispersion of 1-ethyl-3-methylimidazolium bis(tri-
ﬂuoromethylsulfonyl)imide ([EMimþ][TFSI"], IoLiTec Ionic Liquids
Technologies Inc.) in acetonitrile, and 3) neat [EMimþ][TFSI"]. Films
composed of 250 mm diameter CDC particles incorporated 5 wt.%
carbon nanotubes (Arkema, 200 m2 g"1) as a conductive additive.
We used L-shaped carbon-coated aluminum current collectors
(Exopack) for the (½NEt4
þ&½BF4
"& experiments and Pt foil disks with
L-shaped stainless steel backbones for the [EMimþ][TFSI"] experi-
ments. 2 layers of Celgard sheets between the symmetrical elec-
trodes acted as separators. All experiments were conducted in an
Ar-ﬁlled glovebox. A Physical Property Measurement System
(Quantum Design, San Diego) with an external current source
(Keithley 6220, Ohio) and a nanovoltmeter (Keithley 2182A)
measured sheet resistivity of electrode ﬁlms. We attached gold
wires to the ﬁlms using silver paint and used a 4-point probe
method to calculate electronic conductivity [40].
A VMP3 potentiostat (Bio-Logic, Grenoble, France) was used to
conduct electrochemical measurements. Cyclic voltammetry (CV)
sweeps in the 1 mV s"1 e 2000 mV s"1 range, galvanostatic cycling
(GC) in the 0.1e5.0 A g"1 range, electrochemical impedance spec-
troscopy (EIS) in the 200 kHze10 mHz range, and square wave
amperommetry measurements provided gravimetric capacitance
(Csp), ionic and electronic resistance, rate handling ability, and
electrochemical stability information. The Nyquist plot provided
Equivalent Series Resistance (ESR) from the measurement of real
impedance at its x-axis crossover. We calculated the ionic imped-
ance of the electrodes, which is characteristic of ion transport
resistance, by measuring the difference between the end of the
high frequency loop characteristic of the contact impedance be-
tween the ﬁlm and the current collector and the “knee” region of
the Nyquist plot [41]. We calculated capacitance from discharge
data and normalized the values to the single electrode mass.
3. Results and discussion
3.1. Materials synthesis and structure
Following synthesis, the remaining carbon powder mass
(Fig. 1a) amounted to 12.8% of the starting TiC mass (compared to
the 20% predicted from stoichiometry). Therefore, we expect that
the material fully converted to a porous carbon with no Cl2 or TiCl4
transport limitations. Furthermore, TGA analysis (Fig. S2a in SI) of
the carbonmaterial revealed almost complete burn-off, with an ash
content <2% (Table 1). XRD analysis (Fig. S3b in SI) did not
demonstrate any distinctive TiC or TiO2 peaks in the synthesized
CDC material. Elemental analysis (Table S1 in SI) conﬁrmed that
only trace amounts of Ti and Cl remained in the material and that,
subsequently, the synthesis method is suitable for synthesis of such
large, coarse-grained carbon powders.
Porosity analysis (Fig. 1c) demonstrated amicroporous structure
of the material with a narrow pore size distribution. The SSA of the
initial CDC (1822 m2 g"1) and its predominant pore diameter
(0.67 nm) are very similar to the measurements that had been
previously reported for ~1.0 mm-sized TiC-CDCs synthesized at
800 #C [33]. The isotherms are shown in Fig. S4 in SI. The synthe-
sized powders resemble the irregularly shaped particles that are
typical for CDCs produced from ball-milled carbide precursors. The
overall particle shape does not change after mechanical milling
(Fig. S1a in SI), and neither the SSA nor the porosity are affected by
the grinding process. This suggests that, instead of collapsing pores,
the procedure likely broke the particles in a brittle manner. The
larger, 250 mm TiC-CDC particles exhibited equally high SSA and a
narrow pore size distribution.
SANS data (Fig. S3a in SI) showed similar Q vs. I(Q) trends in the
“ﬂat” Guinier region (0.15 Å"1 < Q < 0.5 Å"1) for CDCs synthesized
at 800 #C from differently sized carbide precursors, reinforcing the
similarities in pore size distributions and their predominant
dependence on Cl2 treatment temperature [42,43]. However, the Q
vs. I(Q) slopes diverged in the Porod region (0.01 Å"1
< Q < 0.03 Å"1), which suggests differences in scattering from
surface and mass fractals and, subsequently, differences in pore
surface corrugation (roughness). Raman spectra (Fig. S3c in SI)
showed narrow D and G bands. Based on PDF analysis of r vs. G(r),
the carbon is composed of a mixture of 5e, 6e, and 7eatom rings
(Fig. S4 in SI) [44].
Based on the analysis of the structure and surface chemistry, we
can conclude that synthesis of coarse-grained 75e250 mmdiameter
CDCs can effectively use the same Cl2 furnace synthesis procedure
that had been successfully implemented for micropowder and
nanopowder CDCs. Large TiC particles fully converted to TiC-CDC
within the selected synthesis time and temperatures. The key
structural parameters (pore size, carbon ordering, and surface
chemistry) of 75e250 mm diameter particles match those of micro-
and nano-sized TiC-CDC particles that have been reported in
literature.
3.2. Capacitance and rate handling ability
Baseline electrochemical measurements used 2-electrode
pouch cell tests of ﬁlm electrodes (most resembling commercial
devices) using 1.5 M ½NEt4
þ&½BF4
"& in CH3CN, which is a typical
high-performance electrolyte. Charge/discharge experiments con-
ducted currentevoltage sweeps in the 0 eþ2.5 V window for YP50
electrodes (4.0 mg cm"2 loading) and CDC ﬁlms (6.2 mg cm"2mass
loading) and identical 85 mm ﬁlm thicknesses. This dimension
suggests that coarse-grained CDC ﬁlms often contain single carbon
particles across an entire electrode. From cyclic voltammograms
(Fig. 2a) and rate handling analysis, the material demonstrated very
high capacitance throughout the entire 2 mV s"1 e 1 V s"1 sweep
range. Cyclic voltammograms demonstrated Csp values as high as
134 F g"1 (at 2 mV s"1) and 100 F g"1 (at 250 mV s"1). The material
retains 44% of its capacitance during 1 V s"1 cycling. The cyclic
voltammograms maintained a rectangular shape, which suggest
minimal electrical or ionic resistance losses during cycling.
Furthermore, electrochemical impedance measurements (Fig. 2c)
conﬁrmed low equivalent series resistance values (ESR) and mini-
mal contact resistance, as demonstrated by a negligible semi-
circular Re(Z) vs. eIm(Z) high-frequency region of the Nyquist
plot [41,45]. The Bode Impedance plots shown in Fig. 2d demon-
strated a near-ideal capacitive behavior at low frequencies (phase
(Z) approaches "87# at 10 mHz). The C’’ (imaginary component of
impedance) versus frequency relationship featured a maximum
that matched the minimum cell discharge time at a device energy
efﬁciency above 50%. We measured a short 2.95 s time constant,
which evidenced the high power capability of the electrode ma-
terial [46].
The material consistently demonstrated signiﬁcantly higher
charge storage density capabilities than ﬁne-grained activated
carbon (YP50) electrode tested under identical conditions. Capac-
itance of coarse-grained CDC was 31% higher than YP50, and the
75 mm diameter particles demonstrated superior rate handling
ability. EIS results for CDC electrodes showed predominantly
Fig. 1. a) SEM image of coarse-grained CDC powders derived from TiC. b) Higher-magnitude SEM image of a single CDC powder particle. c) Gas sorption-derived pore size dis-
tributions of the initial 75 mm diameter coarse-grained CDC, its porosity after mechanical milling, and the pore structure of larger 250 mm diameter CDCs. c) SEM image of larger,
250 mm diameter CDC particles. d) Gas sorption-derived pore size distributions of the initial 75 mm diameter coarse grained CDC, after mechanical milling, and the larger CDC
particles.
Table 1
N2 sorption-derived porosimetry data and TGA-derived ash content of coarse-grained CDC.
Material BET SSA DFT SSA Pore volume Ash content Particle diameter
Initial CDC 1822 m2 g"1 1767 m2 g"1 0.772 cm3 g"1 1.91% 75 mm
Milled CDC 1780 m2 g"1 1729 m2 g"1 0.755 cm3 g"1 1.79% 5 mm
Large CDC 1699 m2 g"1 1433 m2 g"1 0.759 cm3 g"1 1.68% 250 mm
capacitive-dominated impedance at low frequencies ("86.5# for
CDC vs. "76.7# for YP50). These materials are compared in Table 2.
An important advantage of coarse-grained CDC particles is the
resulting highmass loading of ﬁlms produced from these materials.
The resulting electrodes offer high volumetric energy densities and
areal capacitances. Although YP50 can be compacted into elec-
trodes with a 4.0 mg cm"2 loading, we produced CDC ﬁlms with a
6.2 mg cm"2 areal density and identical thickness. The cyclic vol-
tammograms, re-normalized by volumetric densities (shown in
Fig. S5 in SI), further underscore the advantage of coarse-grained
carbons over its activated carbon counterpart.
The same electrode fabrication process successfully increased
ﬁlm thickness from 85 mm to 250e1000 mm tomaximize their mass
loading. These electrodes retained the same bulk densities and
linearly maximized their areal densities to 21.9 mg cm"2 (for
250 mm thick ﬁlms) and 81.2 mg cm"2 (for 1 mm thick ﬁlms). As
shown in Fig. 3, the areal capacitance of thicker ﬁlms improved by
1.8e5.5 times. Although the thicker electrodes exhibited some ion
transport limitations (exhibited by increases in impedance and
slightly lower capacitance retention) [46], the material still main-
tained high capacitance and near-rectangular cyclic
voltammograms. Randles-Sevcik coefﬁcient calculations showed
values above 0.9 for all ﬁlms (indicating near-ideal capacitive
behavior with a minimal diffusion limitation) that did not decrease
for thicker ﬁlms [47]. Impedance comparisons (Fig. 3d) show
greater contact resistance (high-frequency region) and lower
capacitance (low-frequency region) of 250e1000 mm thick ﬁlms
compared to the 90 mm thick ones and demonstrate that electrode
formulations signiﬁcantly inﬂuenced the observed differences in
performance. Thicker electrodes likely require different binder ra-
tios, processing/rolling techniques, and other electrode design that
is accessible in an industrial setting. These parameters are sum-
marized in Table 3. Subsequently, these coarse-grained CDCs offer a
promising approach that maximizes gravimetric and volumetric
energy densities without sacriﬁcing rate handling ability or cycling
efﬁciencies at high sweep rates.
3.3. Performance in ionic liquid electrolyte
In addition to evaluating the performance of coarse-grained
CDCs in ½NEt4
þ&½BF4
"&, we also tested the material's capacitance
and rate handling abilities in [EMImþ][TFSI"] room-temperature
ionic liquid (RTIL) electrolyte. It was examined in both neat (sol-
vent-free) and solvated (50 wt.% concentration in CH3CN) states;
comparison is shown in Fig. 4. These electrodes featured same ﬁlm
thickness and mass loading as shown above. Coarse grained CDC
yielded greater capacitance in solvated RTIL than in solvated
½NEt4
þ&½BF4
"&: they exhibited a Csp of 148 F g
"1 (at 10 mV s"1) and
maintained high rate handling capability throughout the entire
Fig. 2. a) Cyclic voltammograms showing charge/discharge behavior of coarse-grained CDC at 10, 50, 100, and 200 mV s"1 in 1.5 M ½NEt4
þ&½BF4
"& in acetonitrile, and YP50 activated
carbon cycled at 10 mV s"1 using the same test cell conﬁguration. b) Comparison of rate handling ability and capacitance retention of CDC and comparison with activated carbon. c)
Nyquist plots comparing electronic and ionic resistance of coarse-grained CDC and activated carbon derived from electrochemical impedance spectroscopy. The insert compares the
high-frequency regions. d) Phase angle and Bode plots for CDC derived from EIS.
Table 2
Comparison of electrochemical performance of CDC and YP50 activated carbon.
Material Csp, 10 mV s
"1 Csp, 100 mV s
"1 Time constant ESR
Initial CDC 129 F g"1 111 F g"1 2.9 s 0.39 U
YP50 (Ref.) 96 F g"1 75 F g"1 9.3 s 0.91 U
sweep range. The pores of these carbons are sufﬁciently large to
accommodate rapid electrosorption and ion exchange of the larger
[TFSI"] and [EMImþ] without ion sieving or transport resistance
[14,48]. This optimal electrode-electrolyte pairing further maxi-
mized the energy and power density capabilities of coarse-grained
CDCs.
We compared the performance of coarse-grained CDCs and
YP50 in neat [EMImþ][TFSI"] (same mass loading and ﬁlm thick-
ness as results shown above) and included those results in Fig. 4.
Although capacitance and rate handling abilities of CDC were
slightly lower compared to solvated electrolytes (110 F g"1 at
10 mV s"1, 25% capacitance retention at 250 mV s"1), they were
signiﬁcantly higher than the measured performance of YP50 elec-
trodes with the same electrolyte. Despite exhibiting smaller parti-
cles (shorter pore channels), activated carbon offered 43% lower
capacitance (63 F g"1 at 10 mV s"1) and matched the rate handling
ability of coarse-grained CDC. Therefore, large-diameter porous
carbons offer signiﬁcant performance advantages in applications
that require RTIL electrolytes having low conductivity, such as en-
ergy storage systems that must operate in broad temperature
ranges. The impedance results (shown in Fig. 3d) underscore
similar trends: although ionic resistance slightly increases in the
mid-frequency region (due to some transport limitations of ions
through thicker electrodes), the low-frequency regions are nearly
identical and suggest high volumetric power densities of thicker
ﬁlms.
3.4. Inﬂuence of particle size
We analyzed the inﬂuence of particle size by comparing the
performance of initial CDC and milled CDC (with the latter
featuring 5e20 mm diameter particles) in three different electro-
lytes. Although the resulting electrodes featured the same 85 mm
thickness and similar mass loading (initial CDC: 6.2 mg cm"2,
milled CDC: 6.1 mg cm"2), the coarse-grained ﬁlms exhibited lower
resistivity (9.77 U cm) compared to those composed of smaller,
milled particles (13.60 U cm), as shown in Fig. 5. This can be
explained by a smaller number of interparticle contacts in the ﬁlms'
cross-section. The performance of CDC electrodes in 1.5 M
½NEt4
þ&½BF4
"&/CH3CNwas unaffected by diameter of powders in the
electrodes. Both materials exhibited very high capacitance and rate
handling ability. When the materials were tested in a more viscous,
solvent-free [EMImþ][TFSI"] electrolyte, electrodes with a smaller
CDC particle diameter performed better at higher charge/discharge
Fig. 3. Rate handling comparison of 90 mm, 250 mm, and 1 mm thick coarse-grained CDC electrode ﬁlms normalized by a) electrode mass and b) mass loading per unit area. c) Cyclic
voltammograms comparing 10 mV s"1 cycling of ﬁlms with different thicknesses in 1.5 M ½NEt4
þ&½BF4
"&/acetonitrile electrolyte and d) EIS-derived Nyquist plots for these ﬁlms.
Table 3
Comparison of key electrochemical metrics, ionic resistance, and diffusion limitations of coarse-grained ﬁlms with different thicknesses.
Film thickness Csp, 50 mV s
"1 Careal, mV s
"1 RIonic Randles-Sevcik coefﬁcient
90 mm 116 F g"1 0.77 F cm"2 0.58 U 0.947
250 mm 62 F g"1 1.37 F cm"2 5.73 U 0.898
1 mm 52 F g"1 4.20 F cm"2 6.67 U 0.906
rates (56 F g"1 for initial CDC vs. 79 F g"1 for milled CDC at
100 mV s"1). The materials performed equally well and demon-
strated high capacitance regardless of particle size in solvated
[EMImþ][TFSI"] in acetonitrile. The Nyquist plots (Fig. 5c) show
that ionic resistance of the electrolyte (inside of carbon pores),
which is slightly higher for coarse-grained particles in neat RTIL, is
equally low for both CDC materials in solvated [EMImþ][TFSI"].
These results present an emerging fundamentally different view
of electrosorption. Previous experiments [24] have conﬁrmed the
fact that ion motion during electrosorption and dynamic potentials
involves localized rearrangement of ions and is not limited by long-
range transport of ions across bulk electrolyte [49,50]. Therefore,
particles with large diameters (and, subsequently, long pore
channels), are capable of demonstrating high capacitance and ion
dynamics. In addition to a good electronic conductivity, coarse-
grained CDC ﬁlms offer higher speciﬁc surface areas, greater mass
Fig. 4. a) Cyclic voltammograms measured using a 10 mV s"1 sweep rate comparing performance of coarse grained CDCs in neat [EMImþ][TFSI"], solvated (50 wt.% solution in
acetonitrile) [EMImþ][TFSI"], and YP50 carbon in neat [EMImþ][TFSI"] electrolyte. b) Corresponding EISderived Nyquist plots and c) Rate handling comparisons. d) Charge-
discharge galvanostatic cycles recorded at 0.5 A g"1 and 1.0 A g"1 for initial and milled CDC in neat [EMImþ][TFSI"] electrolyte.
Fig. 5. a) Rate handling and capacitance retention comparison of initial coarse-grained CDCs and an electrode composed of those particles after milling and particle diameter
reduction. Tests were conducted in 1.5 M ½NEt4
þ&½BF4
"&/acetonitrile electrolyte. b) Current loading comparison (from galvanostatic cycling) for initial and milled CDCs in neat
(solvent-free) [EMImþ][TFSI-] ionic liquid electrolyte. c) Nyquist plot comparison of initial and milled CDCs in neat and solvated (50 wt.% solution in acetonitrile) [EMImþ][TFSI"]
electrolytes.
loading, and improved electrolyte accessibility. Although the
fundamental explanation for higher capacitance of coarse-grained
CDCs will be further explored in the future, larger carbon struc-
tures with high conductivity may provide better electrostatic
screening of ions and counterions in narrow pores, allow greater
charge packing density in pores, and, subsequently, maximize
capacitance.
3.5. Electrochemical stability analysis
We examined the electrochemical stability and operating
voltage window of CDC electrodes. Galvanostatic cycling was used
to charge/discharge them from 0e2.5 V window at 3.0 A g"1 for
10,000 cycles in neat [EMImþ][TFSI"] electrolyte. Cycling voltam-
metry (at 10 mV s"1) quantiﬁed capacitance of the material before
and after cycling. Furthermore, 2 mV s"1 CV sweeps in increasing
04 2.5 Ve04 3.1 V voltage windows (0.1 V increments) evalu-
ated coulombic efﬁciency and irreversible reactions. Square wave
amperommetry measurements identiﬁed residual, parasitic cur-
rents using 1 h steps from 0.0 V to speciﬁc vertex potentials.
Cyclic voltammograms, coulombic efﬁciencies, and parasitic
current analyses are shown in Fig. 6. The material maintains good
electrochemical stability up to 3.1 V andminimal potential-induced
breakdown throughout the entire tested voltage range. The leakage
current of the coarse-grained CDC device at 3.3 V is lower than the
speciﬁcation listed for a commercial supercapacitor (rated to 2.7 V
and 350 F) [51]. Cyclic voltammograms did not show a distinct
inﬂection point at high potentials during charge proﬁles and, sub-
sequently, allowed reversible ion electrosorption in an extended
voltage window. After 10,000 cycles in a 0 e þ2.5 V voltage win-
dow, the material retained most of its capacitance after cycling and
only lost 6.7% of its charge storage ability (Fig. S6 in SI). Further-
more, cyclic voltammograms maintained a rectangular shape and
did not develop any new redox peaks.
These results show a novel approach for improving the oper-
ating voltage windows of porous electrodes. Most previously re-
ported symmetrical CDC electrodes exhibited a 2.5e2.7 V window
in bulk organic electrolytes and ionic liquids [52], similar to acti-
vated carbons. Coarse-grained CDCs have a large internal surface,
with the ratio of ions conﬁned in pores vs. those electrosorbed on
the outside of particles signiﬁcantly greater than for micro- and
nano-sized CDCs [17], carbon onions [53], carbon nanotubes [54],
and graphene [55]. Since the fundamental properties, densities,
and ion-surface interactions of electrolytes fundamentally trans-
form when upon conﬁnement in narrow pores, rates and preva-
lence of redox reactions and irreversible breakdown (such as ion-
surface reactions or catalyzed dimerization [56]) that are driven
by an applied potential may drastically change. This is further
corroborated by the fact that capacitance degrades by 16.8% for
milled CDC electrodes after 10,000 cycles (Table S2 in SI).
3.6. Performance of larger coarse-grained CDCs
In addition to coarse-grained 75 mm TiC-CDC particles, we
evaluated the electrochemical performance of 250 mm diameter
TiC-CDCs. The thinnest electrodes, which were 280e300 mm thick,
also likely used singular particles across entire ﬁlm. Their perfor-
mance in 1.5 M ½NEt4
þ&½BF4
"&/acetonitrile electrolyte is shown in
Fig. 7. Cyclic voltammograms, rate handling analyses, and Nyquist
plots also include results from 280 mm thick ﬁlms composed of
75 mm diameter particles e the closest electrode comparison. The
large, 250 mmparticle CDC ﬁlms included a 5wt. % carbon nanotube
additive to maximize conductivity and replicate the most typical
composition of commercial supercapacitor electrode.
The larger particles demonstrate equally high capacitance and
are capable of delivering over 110 F g"1 at 10 mV s"1. As with all
prior experiments, the cyclic voltammograms maintained a rect-
angular shape and did not demonstrate any ion sieving (Fig. 6a).
This ﬁnding establishes a clear trend for coarse-grained particles
with long pore lengths: they showcase high capacitance and elec-
trosorption rate abilities. The ~280 mm ﬁlms composed of these
larger particles offered greater rate handling capabilities than
identically thick electrodes composed of smaller particles (Fig. 6b).
Across the 2e200 mV s"1 sweep range, Csp for large CDCs was
20e30 F g"1 larger than that for 75 mm ones. Nyquist plots (Fig. 6c)
showed lower ionic resistance in larger particles, especially at low
oscillating frequencies. The ESRs of 250e300 mm thick ﬁlms were
approximately the same (0.71U for 250 mmCDC particles, 0.57U for
75 mm particles). Contact impedance (the semi-circular high-fre-
quency region) was signiﬁcantly lower for the larger-particle CDC,
and both improved electron transport through the large-particle
ﬁlms and the conductive additive likely contributed to the favor-
able electrode-current collector interface. Furthermore, the ionic
impedance was signiﬁcantly lower in the 250 mm diameter particle
ﬁlms: 1.71 U, versus 5.73 U for 75 mm CDCs. These differences
demonstrate advantage of electrode ﬁlms with fewer particles
across ﬁlm thickness, as reduced void space between particles
minimizes bulk ion transport and improves capacitance and ion
dynamics.
Although 75 mm diameter CDCs are more cost-effective than
micropowder and nanopowder CDCs, 250 mm diameter CDCs are
less expensive than all other alternatives. They require no ball-
milling and expand the catalog of precursor carbide materials and
suppliers. These ﬁlms exhibit high mass loading densities e
15.2 mg cm"2 e and are suitable in a broad range of grid storage
and automotive applications. Most importantly, these results
Fig. 6. a) Comparison of coulombic efﬁciency (from cyclic voltammetry at 2 mV s"1) and steadystate current measurements (from 60-min square wave amperommetry) in the
2.5e3.5 V electrochemical window for initial (75 mm diameter) CDCs. b) Cyclic voltammograms comparing initial CDC and milled CDC cycled in neat [EMImþ][TFSI"] electrolyte at
2 mV s"1 in the 0.0e3.4 V window. c) First-cycle CVs of initial CDC electrodes cycled between a 0e2.5 V and a 0e3.5 V window with a 0.1 V increment between each sweep.
demonstrated a clear trend that large porous particles are capable
of high capacitance and are not impeded by near-inﬁnite pore
lengths. Some limitations, however, become more apparent at
higher sweep rates; the material's optimal cycling performance lies
in the 1e200 mV s"1 charge/discharge range. The signiﬁcance of
ion transport through long pore lengths becomes more prevalent at
high loads and in more viscous electrolytes. Although 250 mm CDCs
performed adequately well in neat [EMImþ][TFSI"] at 10 mV s"1
(62 F g"1), their performance rapidly decayed at higher sweep rate.
These results are shown in Fig. S7 in SI.
4. Summary
We demonstrated high capacitance and rate handling ability
of coarse-grained carbide derived carbons in different electro-
lytes. These electrode materials are easier and less expensive to
produce, and offer high areal densities. The resulting electrodes
from these carbons can reach 1 mm thickness and still offer high
charge storage and charge/discharge rates. As of present date, no
electrodes with such thickness and adequate performance have
been reported in literature. The resulting increases in areal
capacitance and volumetric energy densities make these 75 mm
diameter particles viable electrical energy storage materials for a
broad range of automotive and grid storage applications. These
materials demonstrate a high electrochemical stability and can
operate in a 3.1 V voltage window, which further maximizes
their energy density. This effect extends to larger carbon parti-
cles; 250 mm diameter particles that require even smaller pro-
cessing costs, exhibit equally high capacitance in organic
electrolytes.
Our ﬁndings challenge the conventional assumption that long,
tortuous pore channels in coarse-grained carbons substantially
impede ion transport and are unsuitable for high-performance
energy storage systems. We provide additional evidence of the
concept that electrosorption is a short-ranged, localized process.
Although our results provide some fundamental insights into the
charge storage mechanism, this issue must be explored further
with additional materials characterization, electrochemical testing,
and novel computational analysis and modeling work. Further-
more, although we relied on a standard electrode preparation
technique, further optimization of ﬁlm preparation and structure is
needed to fully capitalize on the capabilities of this material. Elec-
trodes will offer even greater energy and power densities if they
include conductive additives (carbon black and onion-like carbons),
optimized ﬁlm structure for greater ion accessibility, and improved
ﬁlm rolling techniques on an industrial production scale.
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